
  

SE1300 POLYCARBONATE W/ MOUNTING BRACKETS 

Polycarbonate Material 
Light Gray Base and Gray or Clear Lid 

UV Stabilized 
Integrated Mounting Brackets 

Designed to IP66 of IEC 529 and NEMA 1, 
2, 4, 4x, 12, and 13 specifications 

 

Machining, Printing, Labels 

SPECIFICATIONS 
Gasket Flammability Temp. Range 

Silicon Sponge UL94 HB -40oC to +120oC 

PART DATA 
DIMENSIONS 

MM (IN) 
PART NUMBER 

(Dark Gray Base, Dark Gray Lid) 
W L H 

 SE1320MB  58 (2.28) 65 (2.56) 35 (1.38) 
 SE1321MB  65 (2.56) 115 (4.53) 40 (1.57) 
SE1322MB  65 (2.56) 115 (4.53)  55 (2.17) 
SE1323MB 90 (3.54) 115 (4.53) 55 (2.17) 
SE1324MB 121 (4.76) 171 (6.73) 55 (2.17) 
SE1325MB  146 (5.75) 222 (8.74) 55 (2.17) 
SE1327MB  121 (4.76) 171 (6.73) 80 (3.15) 
SE1328MB  90 (3.54) 115 (4.53) 80 (3.15) 
SE1329MB  146 (5.75) 222 (8.74) 75 (2.95) 

 
 
 


