
  

 

SED Series 

These enclosures may be used in many wet, 
dirty and/or corrosive environments 

Indoor Version 
Consult JIT for Outdoor Version 

Light Gray Base 
Light Gray or Clear Lid 

 Machining, Printing, Labels 

SPECIFICATIONS 
Protection Temp. Range 

NEMA 4x, IP65, UL508-4X -40oC to +70oC 

 Indoor Gray Lid 
Version 

Indoor Clear Lid 
Version Outdoor Gray Lid Version 

Material ABS/PC blend ABS/Polycarbonate PC/PBT blend 
Flammability UL94 5Vb UL94 5Va UL94 5Va 

PART DATA 
INDOOR OUTDOOR DIMENSIONS 

MM (IN) PART NUMBER 
(Gray Body,Gray Lid) 

PART NUMBER 
(Gray 

Body,Clear Lid) 

PART NUMBER 
(Gray Body,Gray 

Lid) W L H 

SED442 SED462 SED5442 190 (7.48) 280 (11.02) 130 (5.12) 
SED445 SED465 SED5445 190 (7.48) 380 (14.96) 180 (7.09) 
SED449 SED469 SED5449 280 (11.02) 340 (13.39) 130 (5.12) 
SED452 SED472 SED5452 280 (11.02) 380 (14.96) 180 (7.09) 
SED456 SED476 SED5456 380 (14.96) 560 (22.05) 180 (7.09) 

 
 
 


